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(5) JUNIPERUS VIRGINIANA
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FIELDSTONE STEPPINGSTONES

(3) AMALANCHIER CANADENSIS
SERVICEBERRY

GRADING AND DRAINAGE NOTES:
1. CONTRACTOR SHALL FIELD VERIFY ALL ADJACENT EXISTING

CONDITIONS AND SHALL NOTIFY LANDSCAPE ARCHITECT OF
ANY CONFLICTS.

2. THE CONTRACTOR SHALL USE A SINGLE BENCHMARK FOR ALL
WORK.

3. CROSS SLOPE OF PATHS SHALL NOT EXCEED 2%.   PITCH
EVENLY BETWEEN SPOT GRADES.  ALL PAVED AREAS MUST
PITCH TO DRAIN AT A MINIMUM OF 18" PER FOOT.

4. THE CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT
OF ANY DISCREPANCIES BETWEEN THE SITE GRADING PLAN
AND EXISTING CONDITIONS.

5. ALL EXCAVATION REQUIRED WITHIN THE PROXIMITY OF
EXISTING UTILITY LINES OR TREES MUST BE DONE BY HAND.
THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING
UTILITY LINES OR STRUCTURES DONE DURING CONSTRUCTION
AT THE CONTRACTOR'S EXPENSE.

6. THE CONTRACTOR SHALL REVIEW DRAINAGE WITH
LANDSCAPE ARCHITECT ON SITE PRIOR TO CONSTRUCTION.

PLANTING NOTES:
1. DO NOT SCALE FROM DRAWINGS
2. CONTRACTOR SHALL REPORT ANY DISCREPANCIES BETWEEN

THE DRAWINGS AND THE FIELD CONDITIONS TO THE
LANDSCAPE ARCHITECT PRIOR TO PLANTING.  QUANTITIES
REPRESENTED ON THE DRAWING PLANT LABELS SHALL
SUPERCEDE THOSE ON THE PLANT LIST.

3. NO SUBSTITUTIONS WILL BE ALLOWED WITHOUT PRIOR
APPROVAL BY THE LANDSCAPE ARCHITECT AND/OR OWNER.

4. ALL PLANTS SHALL BE BALLED AND BURLAPED OR CONTAINER
GROWN UNLESS OTHERWISE NOTED ON THE PLANT LIST.

5. ALL PLANTS SHALL BE APPROVED BY THE LANDSCAPE
ARCHITECT AND/OR OWNER PRIOR TO INSTALLATION.

6. ANY PLANTS LABELED 'SPECIMEN' ON THE PLANT LIST SHALL BE
TAGGED AT THE NURSERY BY THE LANDSCAPE
ARCHITECT/OWNER UNLESS DIRECTED OTHERWISE.

7. THE CONTRACTOR SHALL VERIFY THE LOCATION OF EXISTING
UTILITIES BOTH ABOVE AND BELOW GRADE AND PROTECT
DURING CONSTRUCTION.  CONTRACTOR SHALL NOTIFY DIG
SAFE, AND ANY OTHER UTILITY SERVICES PRIOR TO
COMMENCING WORK.

8. UTILITIES DAMAGED DURING WORK SHALL BE REPAIRED AT THE
CONTRACTOR'S EXPENSE.

9. THE CONTRACTOR SHALL POSITION PLANTS IN LOCATIONS
SHOWN ON PLAN FOR REVIEW BY THE LANDSCAPE ARCHITECT
AND/OR OWNER PRIOR TO PLANTING.  CONTRACTOR SHALL
ADJUST PLANTS AS NEEDED TO ACCOMMODATE LEDGE AND
CONTACT LANDSCAPE ARCHITECT IF LEDGE IS FOUND TO BE IN
THE WAY OF THE PLANTING.

10. THE CONTRACTOR SHALL COORDINATE WITH THE LANDSCAPE
ARCHITECT AND OWNER PRIOR TO BEGINNING WORK TO
DETERMINE THE PLANTING SOIL AMENDMENTS REQUIRED -
SUCH AS THE ADDITION OF COMPOST AND/OR PEAT MOSS.
UNLESS OTHERWISE DIRECTED, THE CONTRACTOR SHALL
PROVIDE THE FOLLOWING GENERALLY ACCEPTED SOIL
BACKFILL RATIO:   13 NATIVE SOIL, 13 IMPORTED LOAM, 13
COMPOST/PEAT MOSS.  CONTRACTOR SHALL INSTALL 1-2 CUBIC
YARDS OF COMPOST/PEAT MOSS PER 1000 SQUARE FEET OF
PLANT BED.  IN ADDITION, THE CONTRACTOR SHALL INSTALL A
PLANT STARTER FERTILIZER OF 10-10-10 PLANTING SOIL MIX.

11. THE CONTRACTOR SHALL REVIEW ADDITIONAL SITE DRAINAGE
REQUIREMENTS WITH THE OWNER AND/OR LANDSCAPE
ARCHITECT AND COORDINATE POTENTIAL IMPROVEMENTS IN
ORDER TO ATTAIN POSITIVE DRAINAGE.

12. CONTRACTOR SHALL PROVIDE DARK BROWN SHREDDED PINE
BARK MULCH THAT IS FREE OF ANY DEBRIS OR LARGE PIECES
OF WOOD.  MULCH CONTAINING DYE WILL NOT BE ACCEPTED.
AFTER PLANTING, MULCH TREE AND SHRUB BEDS TO A DEPTH
OF 3" AND ALL PERENNIAL BEDS TO A DEPTH OF 1.5".

13. THE CONTRACTOR IS RESPONSIBLE FOR SEEDING OR SODDING
ALL LAWN AREAS DISTURBED DURING CONSTRUCTION.

14. EXISTING TREES TO REMAIN SHALL BE PROTECTED DURING
CONSTRUCTION.  THERE SHALL BE NO PARKING OF VEHICLES
OR STORING OF MATERIALS WITHIN THE DRIP LINE OF SUCH
TREES.

15. THE CONTRACTOR SHALL MAINTAIN ALL PLANT MATERIAL UNTIL
THE PROJECT IS ACCEPTED BY THE LANDSCAPE ARCHITECT
AND/OR OWNER.    PLANTS SHALL BE GUARANTEED TO BE ALIVE
AND IN VIGOROUS GROWING CONDITION FOR (1) FULL YEAR
FROM THE TIME OF ACCEPTANCE.  ANY PLANTS DEEMED
UNACCEPTABLE PRIOR TO THE END OF THE GUARANTEE
PERIOD SHALL BE PROMPTLY REPLACED AT THE
CONTRACTOR'S EXPENSE.

GENERAL NOTES:
1. PATRICIA VAN BUSKIRK LANDSCAPE ARCHITECTURE (PVLA)

ASSUMES NO RESPONSIBILITIES FOR ERRORS OR
INCONSISTENCIES REGARDING BASE INFORMATION.  THE
CONTRACTOR SHALL VERIFY EXISTING CONDITIONS IN THE
FIELD AND REPORT ANY DISCREPANCIES BETWEEN PLANS
AND ACTUAL CONDITIONS TO PVLA PRIOR TO COMMENCING
WORK.

2. DO NOT SCALE FROM DRAWINGS.
3. THE CONTRACTOR IS RESPONSIBLE FOR ANY AREAS DAMAGED

BY CONSTRUCTION WITHIN AND OUTSIDE THE LIMIT OF WORK.
4. THE CONTRACTOR SHALL INSTALL 4" SCHEDULE 40 PVC

SLEEVES UNDER ALL PAVING AND TO ALL AREAS CONFINED
WITH SITE WALLS TO ACCOMMODATE IRRIGATION AND
ELECTRICAL WIRING.

MASONRY NOTES:
1. CONTRACTOR SHALL FIELD VERIFY ALL ADJACENT EXISTING

CONDITIONS AND SHALL NOTIFY LANDSCAPE ARCHITECT OF ANY
CONFLICTS.

2. BLUESTONE TO BE THERMAL. PROVIDE 2" PVC SLEEVES AT
BOTTOM OF PAVING BASE TO AREAS RENDERED INACCESSIBLE
BY PAVING. AFFIX STAINLESS STEEL WASHERS TO END OF EACH
UTILITY SLEEVE TO ASSIST IN LOCATING UTILITY SLEEVES AT A
LATER DATE WITH USE OF A METAL DETECTOR.

3. CONTRACTOR SHALL PREPARE AN AS-BUILT SKETCH THAT
IDENTIFIES INSTALLED UTILITY SLEEVE LOCATIONS FOR THE
OWNERS USE AFTER PROJECT COMPLETION.

BLUESTONE WALKWAY

FIELDSTONE RETAINING/SEATWALLS
AROUND PATIO

FIELDSTONE RETAINING WALLS
AROUND DRIVEWAY

MONOLITHIC BLUESTONE STEPS

MONOLITHIC BLUESTONE STEPS

FIELDSTONE RETAINING WALL

(2) EXISTING RIVER BIRCH TO REMAIN, IF POSSIBLE
REPLACE IF NECESSARY

SLOPED LAWN

(200) BEARBERRY
ARCTOSTAPHYLOS UVA-URSI

LAWN

LAWN

(8) KALMIA ANGUSTIFOLIA
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(12) SWICHGRASS
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MASTER PLAN

18 Summit Dr.
Hingham, MA  02043

781.812.5455
www.patriciavanbuskirk.com
tricia@patriciavanbuskirk.com
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